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GENERAL NOTES ON THE PROJECT PLANS AND DRAWINGS ARE SOLELY TO AID AND ASSIST THE CONTRACTOR WITH THE FIELD OPERATION FOR
THE PROJECT. SAID GENERAL NOTES MAY NOT FULLY DESCRIBE ALL OF THE REQUIREMENTS FOR AN ITEM. THEREFORE, THE CONTRACTOR
SHALL READ AND VERIFY THE CONTRACT DOCUMENTS, INCLUDING BUT NOT LIMITED TO THE PLANS, SPECIFICATIONS, GENERAL TERMS AND
CONDITIONS, AND THE SUPPLEMENTAL TERMS AND CONDITIONS, TO FULLY UNDERSTAND AND COMPLY WITH ALL THE REQUIREMENTS
THEREIN.

THE INFORMATION PROVIDED ON THE PLANS ARE BASED ON THE BEST AVAILABLE INFORMATION AND SHOULD BE CONSIDERED APPROXIMATE.
CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING HIMSELF WITH CURRENT SITE CONDITIONS, AND SHALL REPORT DISCREPANCIES TO
THE ENGINEER PRIOR TO STARTING WORK.

CONTRACTOR WILL SECURE WORK SITE TO PROTECT THE PUBLIC HEALTH AND WELFARE.

ALL WORK WILL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE BROWARD COUNTY MINIMUM ENGINEERING STANDARDS FOR DESIGN
AND CONSTRUCTION, AND FDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.

CONTRACTOR TO REPAIR ALL DAMAGES INCURRED AS A RESULT OF CONSTRUCTION ACTIVITIES SUCH AS BUT NOT LIMITED TO SIDEWALK,
PAVEMENT, LANDSCAPING, FENCING, ETC. NO ADDITIONAL COMPENSATION WILL BE GIVEN.

CONTRACTOR SHALL CONTROL/REMOVE DUST WITH A STREET SWEEPER USING WATER OR OTHER EQUIPMENT CAPABLE OF CONTROLLING
DUST. WATER, IF USED, SHALL BE OF SUCH FLOWRATE TO CONTROL DUST WITHOUT CAUSING SEDIMENT-CONTAMINATED RUNOFF.

THE CONTRACTOR SHALL NOTIFY THE CITY IN WRITING AT LEAST 48 HOURS PRIOR TO COMMENCEMENT OF CONSTRUCTION.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING A PROPER STAGING AREA.

THE CONTRACTOR SHALL BE RESPONSIBLE TO SATISFY ALL REQUIREMENTS OF ANY REGULATORY AGENCY PERMITS IN REGARDS TO
CONSTRUCTION ACTIVITIES AND RELATED CONDITIONS PRIOR TO THE START OF CONSTRUCTION.

THE CONTRACTOR SHALL MAINTAIN PEDESTRIAN AND VEHICULAR ACCESS TO ALL ADJACENT PROPERTIES AT ALL TIMES UNLESS OTHERWISE
APPROVED BY THE CITY.

THE CONTRACTOR SHALL NOT ENCROACH INTO PRIVATE PROPERTY WITH PERSONNEL, MATERIAL OR EQUIPMENT.

THE CONTRACTOR SHALL DISPOSE OF ALL EXCESS EXCAVATED MATERIAL AND DEBRIS TO AN APPROVED SITE IN A LEGAL MANNER AT NO
ADDITIONAL COST TO THE PROJECT.

STOCKPILING OF MATERIAL IN ROADWAY IS NOT ALLOWED.

THE CONTRACTOR SHALL VERIFY, PHOTOGRAPH AND INVENTORY THE EXACT LOCATION OF ALL EXISTING TREES, STRUCTURES, PAVEMENT OR
OTHER FEATURES. ANY EXISTING STRUCTURE, PAVEMENT, TREE OR OTHER EXISTING FEATURE, WHICH IS IN CONFLICT OR DAMAGED,
EXPOSED OR IN ANY WAY DISTURBED BY CONSTRUCTION PERFORMED UNDER THE CONTRACT, SHALL BE RESTORED PROMPTLY TO IT'S
ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE PROJECT.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING IMMEDIATELY OF ANY CONFLICT ARISING DURING CONSTRUCTION FOR ANY
IMPROVEMENTS SHOWN ON THESE DRAWINGS.

ALL CONSTRUCTION LAYOUT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

ALL EXISTING MANHOLE TOPS, CATCH BASIN GRATES, VALVE BOX TOPS, AND WATER METER TOPS WITHIN THE PROJECT AREA SHALL BE
MODIFIED TO MATCH FINISHED GRADE BY CONTRACTOR. COST INCIDENTAL TO PAVEMENT PAY ITEM. PLANS MAY NOT SHOW ALL

LOCATIONS NECESSARY FOR ADJUSTMENTS. CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL NECESSARY UTILITY TOPS TO BE ADJUSTED.
CONTRACTOR TO RESTORE ALL SODDED AREAS OF THE PROJECT WHICH ARE DISTURBED DUE TO CONSTRUCTION ACTIVITIES.

ALL PROPOSED WORK SHALL BE PERFORMED WITHIN THE LIMITS OF THE EXISTING LOCAL RIGHT-OF-WAY, AND ALL IMPROVEMENTS SHALL BE
CONSTRUCTED AND INSTALLED WITHIN SAID LIMITS.

THE CONTRACTOR SHALL ASSIST THE CITY WITH THE HANDLING OF PUBLIC INFORMATION MATERIALS, INCLUDING CITIZEN NOTIFICATION
LETTERS AND PROJECT CONSTRUCTION SIGNS, PRIOR TO THE START OF EACH SIGNIFICANT PHASE OF CONSTRUCTION. COST OF THIS WORK
SHALL BE INCLUDED IN THE MAINTENANCE OF TRAFFIC BID ITEM.

ALL STATIONS AND OFFSETS ARE REFERENCED FROM THE CENTERLINE OF CONSTRUCTION OF N.W. 2ND AVENUE.

PROPOSED AND EXISTING DRAINAGE SYSTEM (PIPES & STRUCTURES) TO REMAIN WITHIN THE TOTAL PROJECT LIMITS SHALL BE CLEANED AND
DESILTED, PRIOR TO PUBLIC WORKS FINAL INSPECTION APPROVAL.

THE LOCATIONS OF THE UTILITIES SHOWN IN THE PLANS ARE APPROXIMATE ONLY. THE CONTRACTOR SHALL LOCATE AND EXPOSE ALL
EXISTING UTILITIES THAT ARE TO BE CROSSED OR THAT ARE IN CLOSE PROXIMITY OF THE PROPOSED WORK. NOTIFY THE ENGINEER FOR
RESOLUTION OF CONFLICTS.

EXISTING DRAINAGE SYSTEM TO REMAIN SHALL BE CLEANED AND DESILTED. EXISTING SYSTEM SHALL BE, TO THE MAXIMUM EXTENT
PRACTICABLE, PROTECTED FROM DAMAGE AND SEDIMENT AND MAINTAINED FUNCTIONAL DURING THE PROJECT.

CONTRACTOR TO VERIFY CONDITION OF BRICKS AND PLASTER IN EXISTING STRUCTURES AND REPAIR AS NECESSARY. COST TO BE INCLUDED
IN THE BID COST OF PIPE.

TOPOGRAPHIC SURVEY DEPICTS EXISTING CONDITIONS AT TIME OF FIELD WORK. SOME CONDITIONS HAVE CHANGED DUE TO RECENT
CONSTRUCTION IN THE AREA.

TREE REQUIREMENTS:

1.

ALL EXISTING TREES ARE TO REMAIN UNLESS OTHERWISE NOTED ON THE PLANS.

ENVIRONMENTAL NOTES:

1.

DUE TO THE LIMITED SCOPE OF WORK, NO IMPACTS TO EXISTING HISTORICAL AND CULTURAL RESOURCES ARE EXPECTED AS A RESULT OF THE
PROPOSED ACTION.

ANY MATERIAL TO BE STOCKPILED FOR PERIODS GREATER THAN 24 HOURS SHALL BE PROTECTED BY APPROPRIATE EROSION CONTROL
DEVICES.

NO STAGING OR OTHER ACTIVITIES FOR THIS PROJECT SHALL OCCUR WITHIN THE DRIPLINE OF EXISTING TREES.
PREVENT DAMAGING TREES AND PLANTERS WITHIN OR IMMEDIATELY ADJACENT TO THE PROJECT'S RIGHT-OF-WAY.

A CERTIFIED ARBORIST CERTIFIED BY THE INTERNATIONAL SOCIETY OF ARBORICULTURE SHALL BE PRESENT ON SITE TO DIRECT ALL ROOT
PRUNING AND/OR CANOPY TRIMMING ACTIVITIES.

TREE PROTECTION SHALL BE INSTALLED AROUND TREES TO REMAIN LOCATED ADJACENT TO CONSTRUCTION ACTIVITIES.

THE CONTRACTOR SHALL NOT REMOVE, RELOCATE OR PRUNE ANY TREES WITHOUT PRIOR APPROVAL FROM THE CITY. THE CONTRACTOR SHALL
OBTAIN ALL REQUIRED PERMITS FROM THE CITY OF MIAMI PRIOR TO ANY TREE REMOVAL/RELOCATION.

CONTRACTOR SHALL KEEP NEW AND EXISTING INLETS CLEAN OF MILLING MATERIALS AND DEBRIS. INLETS LOCATED NEAR CONSTRUCTION
ACTIVITIES SHALL BE PROTECTED BY APPROPRIATE EROSION AND SEDIMENT CONTROL DEVICES.

APPLICABLE CODES:

1.

ALL CONSTRUCTION AND MATERIALS SHALL BE IN STRICT ACCORDANCE WITH THE LATEST REQUIREMENTS OF THE CITY OF HALLANDALE BEACH,
FDOT, AND ALL OTHER APPLICABLE LOCAL, STATE AND NATIONAL CODES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION SHALL BE DONE IN A SAFE MANNER AND IN STRICT
COMPLIANCE WITH ALL THE REQUIREMENTS OF FEDERAL OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, AS AMENDED AND ALL STATE AND
LOCAL SAFETY AND HEALTH REGULATIONS AND FIRE CODE.

CONTRACTOR SHALL PROVIDE THE CITY OF HALLANDALE BEACH PM WITH A COPY OF ITS CURRENT HEALTH AND SAFETY PLAN AND SAFETY
DATA SHEETS OF ALL APPLICABLE MATERIALS TO BE USED OR STORED AT THE SITE WHICH SHALL HAVE BEEN UPDATED WITHIN THE PAST
THREE (3) YEARS IN ACCORDANCE WITH THE OSHA GLOBALLY HARMONIZED SYSTEM (GHS).

Call two full business days (but not
more than five) before digging to find
out where buried facilities (electric,
gas, telephone, cable, water) are
located.

It's the Law!
1-800-432-4770
www.callsunshine.com

FP&L (305) 347-3900

Sunshine State One Call of Florida, Inc.

PRE-CONSTRUCTION RESPONSIBILITIES:

1.

PRIOR TO THE COMMENCEMENT OF THE CONSTRUCTION AND THE RECEIPT OF THE "NOTICE TO PROCEED", THE CONTRACTOR SHALL CONTACT
THE CITY CONSTRUCTION MANAGER AND ARRANGE A PRE-CONSTRUCTION CONFERENCE TO INCLUDE THE ENGINEER OF RECORD. THE
CONTRACTOR SHALL SUBMIT A CONSTRUCTION SCHEDULE AND BE PREPARED TO DISCUSS ANY CONCERNS OR COORDINATION EFFORTS AND
REQUIREMENTS WITH THE PARTIES INVOLVED. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION SHALL BE
DONE IN A SAFE MANNER AND IN STRICT COMPLIANCE WITH ALL THE REQUIREMENTS OF FEDERAL OCCUPATIONAL SAFETY AND HEALTH ACT OF
1970, AS AMENDED AND ALL STATE AND LOCAL SAFETY AND HEALTH REGULATIONS AND FIRE CODE.

CONTRACTOR SHALL PREPARE AND SUBMIT TO THE CITY ENGINEER A STORM WATER POLLUTION PREVENTION PLAN ACCORDING TO THE
LATEST FDOT SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, SECTION 104-6, THE FLORIDA STORMWATER, EROSION, AND
SEDIMENTATION CONTROL INSPECTOR MANUAL AND THE STATE OF FLORIDA EROSION AND SEDIMENT CONTROL DESIGNER AND REVIEWER
MANUAL, LATEST EDITIONS CONTRACTOR SHALL IMPLEMENT THE PLAN PRIOR AND DURING CONSTRUCTION AT NO ADDITIONAL COST TO THE
OWNER

PROJECT RECORD DOCUMENTS:

1.

4.

5.

DURING THE DAILY PROGRESS OF THE JOB THE CONTRACTOR SHALL RECORD THE EXACT LOCATION, LENGTH, AND ELEVATION OF ALL
PROPOSED IMPROVEMENTS ON HIS SET OF CONSTRUCTION DRAWINGS.

UPON COMPLETION OF CONSTRUCTION AND PRIOR TO FINAL PAYMENT, THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER ONE COMPLETE
SET OF ALL "AS BUILT" CONSTRUCTION CHANGES AND DIMENSIONS, LOCATIONS AND ELEVATIONS OF ALL IMPROVEMENTS AND IN ACCORDANCE
WITH THE "SURVEY WORK" SECTION OF THE "SPECIFICATIONS AND CONTRACT DOCUMENTS" FOR THIS PROJECT.

ALL "AS-BUILT" INFORMATION AND ELEVATIONS SHALL BE CERTIFIED BY A FLORIDA REGISTERED LAND SURVEYOR AND ALL FINAL
MEASUREMENTS ARE TO BE IN THE FORM OF FIELD NOTES.

AS-BUILTS SHALL UTILIZE THE SAME PROJECT DATUM.

AS-BUILTS SHALL UTILIZE FLORIDA STATE PLANE EAST FOR HORIZONTAL CONTROL.

UTILITIES:

1.

AT LEAST TWO FULL BUSINESS DAYS PRIOR TO DIGGING, THE CONTRACTOR SHALL CALL "SUNSHINE STATE ONE" AT 811 TO REQUEST UTILITY
LOCATIONS BEFORE BEGINNING ANY CONSTRUCTION ACTIVITIES.

EXISTING UTILITIES SHALL BE MAINTAINED IN SERVICE DURING CONSTRUCTION UNLESS OTHERWISE APPROVED BY THE UTILITY OWNER. ALL
EXISTING UTILITIES ARE TO REMAIN UNLESS OTHERWISE NOTED.

IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO VERTICALLY AND HORIZONTALLY PROTECT ANY AND ALL EXISTING UTILITIES ON THIS
PROJECT. ANY DAMAGE TO SUCH UTILITIES SHOWN OR NOT SHOWN ON THE PLANS SHALL BE IMMEDIATELY REPORTED TO THE UTILITY OWNER.
THE OWNER RESERVES THE RIGHT TO REMEDY SUCH DAMAGE BY ORDERING OUTSIDE PARTIES TO MAKE SUCH REPAIRS AT THE EXPENSE TO
THE CONTRACTOR.

CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL UTILITY MARKINGS ONCE THE WORK IS COMPLETED. CONTRACTOR SHALL USE SPECIAL
CARE WHEN REMOVING THE UTILITY MARKINGS. THE REMOVAL METHOD NEEDS TO BE SUCH THAT IT DOES NOT DAMAGE THE SURFACES OF THE
EXISTING WORK ALREADY IN PLACE. IF WATER-BLASTING OLDER ASPHALT PAVEMENT, CARE NEEDS TO BE TAKEN TO NOT DISCOLOR THE
ASPHALT OR POLISH THE AGGREGATE. IF THE REMOVALS ARE ON OLDER CONCRETE SURFACES, THE ENTIRE SURFACE OF A PANEL OR SECTION
NEEDS TO BE BLASTED TO SHOW UNIFORM COLOR THROUGHOUT THAT SAME PANEL OR SECTION. IN ANY CASE (ASPHALT OR CONCRETE
SURFACE), THE METHOD NEEDS TO BE SUCH THAT A SLICK SURFACE IS NOT LEFT BEHIND. FINAL PAYMENT TO THE CONTRACTOR MAY BE
WITHHELD UNTIL THE UTILITY MARKS ARE PROPERLY REMOVED.

UTILITY OWNERS:

BROWARD COUNTY OES- WATER SUPPLY 954-847-2745
COMCAST CABLE 954-447-8405

CITY OF HALLANDALE BEACH PUBLIC WORKS 954-457-3042
WINDSTREAM COMMUNICATIONS 1-800-289-1901
FLORIDA POWER & LIGHT 386-586-6403

TECO'S PEOPLE'S GAS 305-412-0891 EXT. 202
AT&T DISTRIBUTION 561-997-0240

STRUCTURES S-1 AND S-2 MAY REQUIRE RELOCATION OF EXISTING UTILITIES. WATERLINE RELOCATION IS INCLUDED IN THE PLANS AS A
CONTINGENT ITEM IF REQUIRED AND APPROVED BY THE CITY. REFER TO RELOCATION SCHEDULES IN THE SPECS FOR TECO AND ATT
RELOCATIONS CONTRACTOR TO COORDINATE.

TRAFFIC CONTROL NOTES:

1.

10.

11.

TRAFFIC CONTROLS SHALL BE IN ACCORDANCE WITH THE PROJECT PLANS, THE CURRENT EDITION OF THE FDOT STANDARD (600 SERIES), THE
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, AND THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES AS MINIMUM
CRITERIA.

THE CONTRACTOR SHALL REPAIR ALL POTHOLES THAT DEVELOP WITHIN THE PROJECT LIMITS.

NOTIFICATIONS OF LANE CLOSURES OR TEMPORARY DETOURS SHALL BE ACCOMPLISHED 10 DAYS PRIOR TO CLOSURE OR DETOURS TO THE
CITY.

AT THE DISCRETION OF THE CITY INSPECTOR, IF A LANE CLOSURE CAUSES EXTENDED CONGESTION OR DELAY, THE CONTRACTOR SHALL BE
DIRECTED TO REOPEN THE CLOSED LANE(S) UNTIL SUCH TIME THAT THE TRAFFIC FLOW HAS RETURNED TO AN ACCEPTABLE LEVEL.

REGULATORY SPEED ESTABLISHED WITHIN THE WORK ZONE TRAVEL WAYS SHALL BE THE POSTED SPEED OF 30 MPH AS A MINIMUM.

THE TRAFFIC AND TRAVEL WAYS SHALL NOT BE ALTERED (NARROWING OR CLOSING TRAVEL LANES) BY THE CONTRACTOR TO CREATE A WORK
ZONE UNTIL ALL LABOR, MATERIALS AND EQUIPMENT ARE AVAILABLE FOR CONSTRUCTION IN THE AREA.

AT THE DIRECTION OF THE CITY INSPECTOR, CONTRACTOR SHALL COVER WORK ZONE SIGNS WHEN CONDITIONS NO LONGER WARRANT THEIR
USE. COST OF COVERING AND UNCOVERING SHALL BE PART OF THE MAINTENANCE OF TRAFFIC PAY ITEM.

CONTRACTOR SHALL COORDINATE HIS STAGING AREAS WITHIN THE AVAILABLE RIGHT-OF-WAY AND MEET ALL CITY CODES.
RESURFACING CAN ONLY BE DONE IN ONE DIRECTION AT A TIME.

FOR DRAINAGE EXCAVATION, IF THE EXCAVATION IS NOT COMPLETED THE SAME DAY, A TEMPORARY STEEL PLATE MAY BE USED TO CLOSE
EXCAVATION. THE COST TO BE INCLUDED IN MAINTENANCE OF TRAFFIC PAY ITEM.

TRAFFIC SHALL BE MAINTAINED USING THE APPLICABLE FDOT STANDARDS TRAFFIC CONTROL THROUGH WORK ZONES INDEX 600 IN PARTICULAR
INDEX 602, 605, AND 607.

R.).Behar & Company, Inc.
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SILT FENCE DETAIL

N.T.S.

Stormwater Runoff

—

Type I Silt Fence

. Type Il Silt Fence Protection
Notes: Around Ditch Bottom Inlets.
1. Spacing for Type Il Fence to be in 2. Do not deploy in a manner that silt fences will act as a dam across permanent flowing

accordance with Chart |, Sheet 1 of 3
and ditch installations at drainage
structures Sheet 2 of 4 per FDOT
Standard Index 102.

used at permanent bodies of water.

SILT FENCE APPLICATIONS

N.T.S.

S\'dewe\k/
O

Z N

Curb & Gutter 4, N\ ™ Curb & Gutter

PARTIAL

N
N
N\
TN
i N
i

INLE T COMPLETED INLET DITCH  BOTTOM INLET

PROTECTION AROUND INLeE TS  OR - SIMILAR - STRUCTURES

Call two full business days (but not
more than five) before digging to find
out where buried facilities (electric,
gas, telephone, cable, water) are
located.

It's the Law!
1-800-432-4770
www.callsunshine.com

FP&L (305) 347-3900

Sunshine State One Call of Florida, Inc.

N.T.S.

/Type A Or B Fence

!

Loose Soil Placed By Shovel And
Lightly Compacted Along Upstream
Face Of Bales.

BALES BACKED BY FENCE

N.T.S.

NOTES FOR SYNTHETIC BALES OR BALE TYPE BARRIERS

1.  Type |l and Il Synthetic Barrier should be spaced in accordance with Chart 1, sheet 1 per Index 102.

2. Bales shall be anchored with 2-1" x 2" (or 1" dia.) x 4' wood stakes. Stakes of other material or shape providing equivalent strength
may be used if approved by the Engineer. Stakes other than wood shall be removed upon completion of the project.

3. Rails and posts shall be 2" x 4" wood. Other materials providing equivalent strength may be used if approved by the Engineer.
4. Adjacent bales shall be butted firmly together.

5.  Where used in conjunction with silt fence, bales shall be placed on the upstream side of the fence.

(Canted 20° Toward Flow)

Optional Post Pos't'oW Principle Post Position
Filter Fabric (In

watercourses. Silt fences are to be used at upland locations and turbidity barriers

STORM WATER POLLUTION PREVENTION PRACTICES:

1. TREE PROTECTION AND PRUNING SHALL BE ACCOMPLISHED PER BROWARD COUNTY ORDINANCE REQUIREMENTS.

2. THE STORM WATER POLLUTION PREVENTION PLAN, SWPPP, SUBMITTED TO PUBLIC WORKS, SHALL DESCRIBE
IN DETAIL HOW THE CONSTRUCTION EFFORT WILL BE PHASED WITH REGARDS TO MINIMIZING EROSION PROBLEMS
BY THE USE OF TEMPORARY AND PERMANENT EROSION CONTROL MEASURES, FOR THE VARIOUS SEQUENCES OF
CONSTRUCTION OPERATIONS. ANY MODIFICATIONS MUST BE APPROVED BY THE CITY DEPARTMENT OF PUBLIC WORKS.

3. ENVIRONMENTAL CONTROL FEATURES AS PROVIDED IN THE SWPPP, ARE TO BE INSTALLED AT ALL AREAS OF
EXCAVATION OR FILL FOR DRAINAGE SYSTEM, OR STRUCTURE CONSTRUCTION PRIOR TO SUCH EXCAVATION OR FILL.
INLET ENTRANCES ARE ALSO TO BE PROTECTED FROM SILTATION AS DETAILED ON THIS SHEET.

4. ALL ENVIRONMENTAL CONTROL FEATURES ARE TO BE MAINTAINED THROUGHOUT THE LIFE OF THE PROJECT IN
ACCORDANCE WITH N.P.D.E.S. REQUIREMENTS. THE CONTRACTOR MUST INSURE THAT ALL EROSION CONTROL FEATURES
FUNCTION PROPERLY AT ALL TIMES.

5. ALL EROSION AND MATERIAL DEPOSITS MUST BE CONTAINED WITHIN THE PROJECT LIMITS.

6. ANY DAMAGED OR INEFFECTIVE ROCK BAGS ARE TO BE REPLACED WITH NEW ONES. THE LOCATION OF ROCK BAGS
INSTALLATION IS AS MENTIONED IN THE SWPPP PLANS. THE PROJECT ENGINEER MAY SPECIFY OTHER AREAS AS
NECESSARY.

7. DITCH BOTTOM INLETS SHALL BE PROTECTED FROM SEDIMENT INTAKE UNTIL PROJECT IS COMPLETE. ELEVATION OF
GROUND OUTSIDE INLET TOP SHALL NOT BE HIGHER THAN INLET TOP. ROCK BAGS SHALL BE INSTALLED AROUND
INLET TOP. COMPLETED INLETS IN PAVED AREAS SHALL ALSO BE PROTECTED WITH ROCK BAGS TO PREVENT SEDIMENT
INTAKE.

8. CURB INLETS ALSO SHALL BE PROTECTED FROM SEDIMENT INTAKE UNTIL THE PROJECT IS COMPLETE. ALL EXPOSED
SLOPED MATERIAL ADJACENT TO INLET, SHALL BE COVERED WITH EROSION CONTROL MATTING WITH OUTER LIMITS
PROTECTED BY ROCK BAGS.

9. STOCKPILED MATERIAL SHALL NOT BE LEFT IN EROSION PRONE AREAS UNLESS PROTECTED BY COVER OR ROCK BAGS.

10. INSPECTION OF EROSION CONTROL MEASURES AND CONDITION OF ADJACENT PROPERTIES, SHALL BE PERFORMED DAILY
BY THE CONTRACTOR'S REPRESENTATIVE AND THE PROJECT ENGINEER. DEFICIENCIES SHALL BE NOTED AND CORRECTED.

11. ANY OFFSITE SEDIMENT DISCHARGE TO A MUNICIPAL SEPARATE STORM WATER SYSTEM ARISING FROM THE CONTRACTOR'S
ACTIVITIES IS NOT ALLOWED.

* NPDES - NATIONAL POLLUTION DISCHARGE ELIMINATION SYSTEM
BMP - Best Management Practice.

STORM WATER POLLUTION PREVENTION PLAN (SWPPP) CHECKLIST

A. GENERAL SEQUENCE OF SOIL DISTURBING ACTIVITIES AND IMPLEMENTATION OF CONTROLS:

. CLEARING & GRUBBING

. INSTALL DRAINAGE STRUCTURES

. STABILIZATION

. BASE PREPARATION

. ASPHALT APPLICATION

. PLACEMENT OF ROCK BAGS AROUND INLETS

. PLACEMENT OF ROCK BAGS AROUND MANHOLES
. APPLICATION OF FINAL ASPHALT LAYER

9. PAVEMENT MARKING

10. REMOVE ROCK BAGS

11. CLEAN ALL CONSTRUCTION DEBRIS FROM CONSTRUCTION SITE

0O N O~ WND =

B. GENERAL

1. APPROVED STATE, LOCAL PLANS OR STORM WATER PERMITS.

2. ALL OF THE CONTROLS SHALL BE MAINTAINED AT ALL TIMES.

3. ALL CONTROLS SHALL BE INSPECTED DAILY.

4. APPLY FERTILIZERS AND PESTICIDES ACCORDING TO STANDARD
SPECIFICATIONS, DESIGN AND SPECIAL PROVISIONS.

5. REPORT NON-STORM WATER DISCHARGE (INCLUDING SPILL)

6. VISIT www.dep.state.fl.us/water/stormwater/npdes/

R.).Behar & Company, Inc.

DESIGN OFFICE LOCATION: 6861 S.W. 196TH AVE., SUITE 302, PEMBROKE PINES, FL 33332, PH: 954-680-7771, FAX: 954-680-7781
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SUMMARY OF QUANTITIES g
ITEM NO. ROADWAY & DRAINAGE PAY ITEMS UNIT | GRAND TOTAL -
101-1 MOBILIZ ATION LS 1 e
101-2 MAINTENANCE OF TRAFFIC LS I g
110-12 CLEARING & GRUBBING LS I E
104-18 INLET PROTECTION SYSTEM EA 3 O
110-4-10 REMOVAL OF EXIST. CONC. Sy 56 o
110-4-11 REMOVE EXISTING INLET EA 2 -
160-4 TYPE B STABILIZATION SY 50 'E’ %
NOTES: (an)] §
ITEM 430-175-118, PIPE CULVERTS SHALL BE CORRUGATED SMOOTH INTERIOR POLYPROPYLENE (PP) PIPE. -— 8
e B . e il L R
Z?éCE SHALL INCLUDE COST OF ALL REQUIRED FITTINGS FOR RECONNECTION, BENDS, RESTAINED JOINTS, é
327_70_] M[LL[NG EX[ST ASPH PAVT’ ]” AVG DEPTH SY 697 ITEM 520-2-1, RELOCATION OF PALMS (TREES) SHALL BE COORDINATED WITH CITY. RELOCATION TO BE .:l. ;
334-1-11 SUPERPAVE ASPHALTIC CONC, TRAFFIC A TN 44 WITHIN THE FIRE STATION SITE. S
425-1-521 INLETS, DT BOT, TYPE C, <10 EA 1
425-1-711 INLETS, GUTTER, TYPE V, <10’ EA 1 %%g g
425-5 MANHOLE, ADJUST EA I
425-6 VALVE BOXES, ADJUST EA 2
430-175-118 PIPE CULV, ROUND, 18" S/CD LF 40
443-70-4 FRENCH DRAIN, 18" | F 50
527-2 DETECTABLE WARNINGS SF 20 5
570-1-2 PERFORMANCE TURF, SOD Sy 107 8 Z
580-2-1 LANDSCAPE COMPLETE (TREE RELOCATIONS) IS ] - $ § 5
<5 2
706-3 RETRO-REFLECTIVE PAVEMENT MARKERS (RPM'S) EA 14 =
710-11-125  PAINTED PAVEMENT MARKING, STD, WHITE, SOLID, 24" GM 13 <2 2
710-11-201  PAINTED PAVEMENT MARKING, STD, YELLOW, SOLID, 6" GM 0.019 < EZ 8
710-11-231  PAINTED PAVEMENT MARKING, STD, YELLOW, SKIP, 6" GM 0.050 E Ss?é %
711-11-125  THERMOPLASTIC, STD, WHITE, SOLID, 24" GM 0.003 oo P
711-15-201 THERMOPLASTIC, STD-0OP, YELLOW, SOLID, 6" GM 0.019 i °>‘ <ZE 5
711-15-231  THERMOPLASTIC, STD-OP, YELLOW, SKIP, 6" GM 0.050 OJI =
1050 UTILITY PIPE, DI (CEMENT LINED) F & I 6" LF 84 TR R
e
ALTERNATE PAY ITEMS TEveone
425-1-521 INLETS, DT BOT, TYPE C, <10 EA I I
443-70-4 FRENCH DRAIN, 18" LF 25
522-2 CONCRETE SIDEWALK AND DRIVEWAYS, (6" THICK) sy 63
570-1-2 PERFORMANCE TURF, SOD oy 22
1080-21-400 | UTILITY FIXTURE, VALVE/METER BOX, RELOCATE EA 2
110-7-12 REMOVE AND RE-INSTALL MAIL BOXES EA I
SUMMARY OF
e e QUANTITIES
D e —
I 7 || sweer 4 oF s
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MILLING TYPICAL SECTION NOTES: i > <ZE =
MILL EXISTING ASPHALT PAVEMENT (1" AVG. DEPTH) 1. WHERE THE EXISTING BASE IS EXPOSED DUE TO MILLING, REWORK WHERE NEEDED, SHAPE AND -_ N = O
COMPACT. AT ALL LOCATIONS WHERE THIS OCCURS, APPLY PRIME COAT THE SAME DAY AS THE Ogw Z
MILLING OPERATIONS. INCLUDE ALL COST OF REWORKING BASE, SHAPING AND COMPACTING IN THE
COST OF MILLING.
RJB Proj. No: 18013
2. MATCH EXISTING CROSS SLOPE UNLESS CROSS SLOPE CORRECTION IS INDICATED. — 38032018
DESIGN: DRAWN: CHECK:
3. *SWALE TO BE REGRADED AND SODDED.
RESURFACING JV KL vV
REVISIONS:
RESURFACE WITH TYPE SP—9.5 ASPHALTIC CONCRETE (1" AVG.)
RECONSTRUCTION
(SEE PLANS FOR LOCATIONS)
12" TYPE B STABILIZATION (LBR—40)
OPTIONAL BASE GROUP 6 (8” LIMEROCK BASE OPTION)
WITH TYPE SP—9.5 ASPHALTIC CONCRETE (2" AVG.) IN
TWO LIFTS
SHEET NAME:
DESIGN SPEED 30 MPH
. (SEAL)
Cat o lusness days ut ot TYPICAL
out where buried facilities (electric,
lgz)a:;tteedl-ephone, cable, water) are S ECTl O N
It's the Law!
1-800-432-4770
PRl (308) 2473900
Sunshine State One Call of Florida, Inc. C_4
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LEGEND

— SSFM —

— WM

— GAS —

" MILLING & RESURFACING

NEW SOD

FULL DEPTH RECONSTRUCTION

6 CONCRETE SIDEWALK
(ALTERNATE)

EXISTING SANITARY SEWER

EXISTING SANITARY SEWER

FORCE MAIN
EXISTING WATER MAIN

EXISTING GAS LINE

EXISTING OVERHEAD
UTILITY LIGHTING

EXISTING OVERHEAD FPL

BURIED TELEPHONE

CAUTION: GAS MAIN IN
AREA OF CONSTRUCTION

BEGIN PROJECT

BEGIN MILLING AND RESURFACING
STA 10+12.37 OF @ OF CONSTRUCTION
MATCH EXISTING.

— GAS

EXISTING PALM TO BE RELOCATED

(LOCATION IS APPROXIMATE)

NEW PALM LOCATION

(LOCATION IS APPROXIMATE)

EXISTING TREE

EXISTING CATCH BASIN

&

CONST. CATCH BASIN TYPE C
FDOT INDEX 232

417 NW 2ND

2>

CONST. GUTTER INLET TYPE V
FDOT INDEX 221

AVE

END PROJECT

END MILLING AND RESURFACING

STA 13+05.80 OF ¢ OF CONSTRUCTION
MATCH EXISTING.

VE
E +9.74 W IND AVE 409 NW 2ND AVE 413 NW 2ND A
= 1954'(LT) 401 Nw 2ND AVE 403 N
o0 | BE NS TRUCTION CONST. 25 LF OF CONST. (2) 25 LF OF 18" FRENCH DRAIN
CONSTRUCTION : .
5) i (ALTERNATE) 18" FRENCH DRAIN AS PER FDOT INDEX 285 MATCH EXISTING
T INDEX 285
- C\SL?EEFF:NFADT%) REGRADE SWALE 1-900PR DIRECT PROPOSED 6" WM s
— WATER METER +71.50 AND ADD SOD BURIED COPPER )
<r TO BE RELOCATED 19.61' (LT) +25 27 o" GAS LINE +9.83 CABLE EXISTING 6" WM
(ALTERNATE) — PROPOSED| END SIDEWALK 13.56' (LT) +37.16 16.38' (LT) (TO BE REMOVED)
= 6" WM CONSTRUCTION +8.99 14,92 (IT)
Z g (ALTERNATE) 14.79' (LT) :
i EXISTING 6" WM 1378 B
#12.95 (TO BE REMOVED) 6" WM RIW W aa T ot
9.41'(LT) @ +87.87 T -
9.15'(LT) N : R ——
=¥ g RN D SOAC J AS ~ g ><- < ‘C(- _(-Q < R, £ N )
% . il : 2 : : 3 GAS C C < < < < < < 'F"(-GAS < < < < A‘S < < Y a D > <
= OGRS ‘ T We e oo ¢ ¢ « ¢« & < /\7
— €5 < - T 3 < < ‘;".“‘é < < < c - NW 2ND AV NUE B
7 S > ‘ > v
| )i —/ M z =
f ' A 8" SAN 3 \
: - 3

\— 18" SSFM

+19.26
20.0' (RT)
BEGIN SIDEWALK
CONSTRUCTION
(ALTERNATE)

112 NW 4TH ST

| RIW 10'-30' SKIP LINE

+73.20

\

(6" YELLOW)

WYY RPM'S @ 40' C.C.
FDOT INDEX 17346
FDOT INDEX 17352

&

20.0' (RT)
END SIDEWALK

CONSTRUCTION (ALTERNATE)

MAILBOX
TO BE RELOCATED
TO SWALE SIDE (ALTERNATE)

WATER METER
TO BE RELOCATED
(ALTERNATE)

&3

CONST. CATCHBASIN TYPE C
FDOT INDEX 232

RIM EL =7.00'

INV. EL (W) = (-) 0.5'
BOTTOMEL = (-) 2.5'

SAW CUT LINE

RIM EL. =8.13' RIM EL. =7.42'
INV. EL (S) = 4.13' INV. EL (E) = 0.0’
BOTTOM EL = 2.13' INV. EL (N,S) = (-) 0.6’
(ALTERNATE) BOTTOMEL = (-) 2.6'
EXISTING STORMWATER PIPE -
REMdVE EXISTING INLETS & PIPE TO
CONSTRUCT S-2 & S-3.
ADA DETECTABLE WARNING
| 4.2 5.0'
SOD SIDEWALK
=Y v oy oy v ovow —§TZZL“:BA ]
————— — “4 ‘\A ‘ . RS a ]

\/N

SECTION A-A

Call two full business days (but not
more than five) before digging to find
out where buried facilities (electric,
gas, telephone, cable, water) are

located.

It's the Law!
1-800-432-4770

www.callsunshine.com

FP&L (305) 347-3900

Sunshine State One Call of Florida, Inc.

EXIST. SIDEWALK
TO BE REMOVED

6" CONC. SIDEWALK

404 NW 2ND AVE

408 NW 2ND AVE

ﬂ— g

SAW CUT LINE
—

SECTION B-B

11 FOSTER RD!

WIYIY

NEW FIRE STATION

NOTE:
CONTRACTOR TO COORDINATE WITH

CITY TO RELOCATE METER BOXES.

DOUBLE YELLOW

~ FDOT INDEX 17346, 17352 |

FDOT INDEX 17346

R

50 LF OF 6"
RPM'S @ 20'C.C. | ||

7=

24" STOP BAR

5.0"

:
\

EL.0.5'

i}
&

EL. (-)0.5'

\\ 0
Jola

SAp A

—

]

2

a'ss

—~

n

T

E—q

Q)

=

Z.
L —®B ® 2" TYPE SP-9.5 ASPHALT COURSE
8" LIMEROCK

© 12" TYPE B STABILIZATION

| —©

— e

GRAPHIC SCALE

0 10 20 40
(IN FEET)

NOTE: FOR S-1 FD TOP IS SOIL AND SOD ONLY

MINIMUM 1' OF BALLAST ROCK ON TOP OF

| __— PIPE AND COMPACT

18" PERFORATED PIPE

GRAY DRAINAGE PIPE
| FROM ADS (HP STORM)

MINIMUM 1' OF BALLAST ROCK UNDER
FRENCH DRAIN. REFERENCE FDOT

STANDARDS AND BROWARD COUNTY
STANDARD DETAILS

FRENCH DRAIN DETAIL
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